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CarpenterStone offers a superior  exterior and interior coating solution for industrial, commercial, or residential buildings.  EarthBond One Coat is an environmentally friendly, Engineered Cementitious Composite application consisting of Portland One cement, sand, fiber, and/or other lightweight aggregates.  It is easier and faster to apply saving both time and labor costs.





EarthBond One Coat is formulated to provide excellent bonding to virtually any substrate, including concrete, concrete block, foam, drywall, plaster, wallboard, etc.  The fiber also provides high flexural strength and serves to reduce potential cracking.  





All CarpenterStone products are packaged as two component systems.  All dry ingredients are pre-blended in the bag.  You only need to add the liquid modifier to the dry mix, to produce these superior products.  It is the ultimate user-friendly application.  This simplifies the mixing procedure at the jobsite and reduces the chances for error.





CarpenterStone’s One  Coat can be used as a:


Stucco Base Coat


Finish Coat


Carve and Stamp application


Spray Coat 
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EarthBond One Coat  can be sprayed or trowel applied in one or more coats depending upon the desired thickness, application methodology, timeframe, etc.  Further, all traditional finishes such as the examples shown below can be achieved in their normal manner.
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 2047 High Ridge Road									561-738-6557


Boynton Beach, Fl   33426             								561-738-6596 Fax


� HYPERLINK "http://www.carpenterstone.com" ��www.carpenterstone.com�
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CarpenterStone’s One Coat  is a lightweight application that can be built out to over 4” in one application and can be carved or stamped within minutes of application.   This provides you with even more freedom to create striking new looks and textures in addition to the traditional “stucco” designs.  
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CarpenterStone One-Coat  is a lightweight base coating that eliminates the need for two base coats.  Due to its’ light weight and enhanced adhesion, the coating can be quickly and easily applied up to 4” in thickness in one application, saving time and money.  





Also, due to the fiber reinforcement, the mix strength potentially eliminates the need for lath, though the coating may be used over lath if required by code. 





The fiber provides high flexural strength and reduces potential cracking.  The mix has excellent workability and bucket life.
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